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GENERIC RISK ASSESSMENT

OPERATION

	PASSENGER LIFT


HAZARD(S)

	1
	UNCONTROLLED FALL OF LIFT

	2
	DOOR CONTROL FAILURE

	3
	LIFT CONTROL FAILURE

	
	

	
	

	
	


WHO MIGHT BE HARMED?

	1
	PERSONS USING THE LIFT

	2
	MAINTENANCE ENGINEERS

	
	

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	ENSURE THE LIFT IS INSPECTED EVERY SIX MONTHS IN ACCORDANCE WITH THE LIFTING OPERATIONS AND LIFTING EQUIPMENT REGULATIONS 1998 BY A COMPETENT ENGINEER

	2
	ENSURE A MAINTENANCE/CALL OUT CONTRACT HAS BEEN ENTERED INTO WITH A COMPETENT COMPANY

	3
	REPORT ALL FAULTS TO THE FACILITIES MANAGER

	4
	PREVENT USE OF THE LIFT IF A FAULT HAS BEEN IDENTIFIED

	5
	ALLOW ONLY COMPETENT ENGINEERS TO WORK ON THE LIFT

	6
	ENSURE MAINTENANCE WORK ON THE LIFT ONLY COMMENCES WHEN ADEQUATE ISOLATION PROCEDURES, INCLUDING SIGNAGE, HAVE BEEN IMPLEMENTED

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS
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