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OPERATION

	SHOCK OR BURNS FROM ELECTRICAL EQUIPMENT


HAZARD(S)

	1
	ELECTRIC SHOCK

	2
	BURNS

	
	

	
	

	
	

	
	


WHO MIGHT BE HARMED?

	1
	PERSONS USING THE EQUIPMENT

	2
	OTHER EMPLOYEES IN THE VICINITY

	3
	VISITORS TO THE PREMISES

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	SOCKETS SHOULD NOT BE OVERLOADED

	2
	PLUGS, FUSES, CABLES AND SOCKETS TO BE CHECKED REGULARLY FOR SIGNS OF DAMAGE.

	3
	ENSURE ALL NEW EQUIPMENT IS DOUBLE INSULATED

	4
	ENSURE SOCKETS ARE NOT POSITIONED IN A DAMP ENVIRONMENT

	5
	DO NOT SPILL LIQUIDS ONTO ELECTRICAL EQUIPMENT

	6
	MAINTAIN A REGIME OF REGULAR PAT TESTING

	7
	REMOVE ALL FAULTY ELECTRICAL EQUIPMENT FROM USE IMMEDIATELY IF IT IS IDENTIFIED AS FAULTY

	8
	DO NOT ATTEMPT DIY REPAIRS ON FAULTY ELECTRICAL EQUIPMENT – ALWAYS ENGAGE A COMPETENT CONTRACTOR

	
	

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS

	1
	ENSURE FIRST AIDERS ARE TRAINED IN DEALING WITH ELECTROCUTION/BURNS
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