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GENERIC RISK ASSESSMENT

OPERATION

	EYE STRAIN DUE TO INADEQUATE LIGHTING


HAZARD(S)

	1
	EYE STRAIN/HEADACHES

	
	

	
	

	
	

	
	

	
	


WHO MIGHT BE HARMED?

	1
	USERS OF THE BUILDING ON A REGULAR BASIS

	
	

	
	

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	ENSURE A LUX LEVEL OF AN AVERAGE OF 200 LUX WITH A MINIMUM OF 100 LUX

	2
	REGULARLY INSPECT AND MAINTAIN LIGHTING

	3
	REPLACE DEFECTIVE OR BLOWN BULBS IMMEDIATELY

	4
	ALWAYS USE A COMPETENT ELECTRICIAN TO CHANGE BULBS

	5
	PAT TEST ALL PORTABLE LIGHTING EQUIPMENT SUPPLIED VIA AN RCD ANNUALLY

	6
	ASSESS TASK LIGHTING REQUIREMENTS FOR EMPLOYEES UNDERTAKING CLOSE UP WORK

	7
	INSTALL DIMMER SWITCHES WHERE NECESSARY

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS

	1
	RE-ASSESS LIGHTING LEVELS AFTER ANY CHANGES TO THE BUILDING OR ITS LAYOUT
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