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GENERIC RISK ASSESSMENT

OPERATION

	WORKING IN CONFINED SPACES (E.G. LIFT SHAFT, INSPECTION CHAMBERS, PLANT ROOMS, CEILING VOIDS, LOFT SPACE, AIR CONDITIONING DUCTS)


HAZARD(S)

	1
	FALLS

	2
	CONTACT WITH LIVE PLANT AND EQUIPMENT

	3
	WORKING IN AREAS OF POOR LIGHT

	4
	WORKING IN AREAS WITH POOR VENTILATION

	5
	WORKING ABOVE FRAGILE SURFACES (E.G. CEILING TILES)

	6
	ELECTROCUTION


WHO MIGHT BE HARMED?

	1
	OPERATIVES WORKING IN THE CONFINED SPACE

	2
	PERSONS UNDERNEATH FRAGILE SURFACES (E.G. CEILING TILES)

	
	

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	IMPLEMENT A PERMIT TO WORK SYSTEM FOR CONFINED SPACE WORK

	2
	ENSURE ALL OPEN/LEADING EDGES ARE GUARDED TO PREVENT FALLS

	3
	ISOLATE ALL LIVE PLANT AND EQUIPMENT WHERE NECESSARY

	4
	ENSURE THAT CONFINED SPACE WORK IS NOT UNDERTAKEN BY OPERATIVES WORKING ALONE

	5
	ENSURE THAT ALL PERSONS ENTERING A CONFINED SPACE ARE TRAINED IN SUCH WORK AND ARE IN GOOD PHYSICAL CONDITION

	6
	USE CRAWL BOARDS TO PREVENT FALLS THROUGH FRAGILE SURFACES

	7
	SEGREGATE AREAS BENEATH FRAGILE SURFACES TO PREVENT FALLS ONTO PERSONS BELOW

	8
	ENSURE ALL CONFINED SPACES ARE ADEQUATELY VENTILATED PRIOR TO WORKS COMMENCING

	9
	ONLY PERMIT TRAINED, COMPETENT ENGINEERS TO WORK ON AIR CONDITIONING EQUIPMENT

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS
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