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GENERIC RISK ASSESSMENT

OPERATION

	WORKING AT HEIGHT


HAZARD(S)

	1
	FALLS OF PERSONS

	2
	FALLS OF TOOLS, EQUIPMENT ETC.

	
	

	
	

	
	

	
	


WHO MIGHT BE HARMED?

	1
	EMPLOYEES/OPERATIVES UNDERTAKING THE WORK

	2
	PERSONS IN THE VICINITY

	
	

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	SEGREGATE THE WORKING AREA FROM OTHER PERSONS/ACTIVITIES

	2
	ALWAYS USE STEPS/LADDERS WHICH ARE IN GOOD CONDITION AND ARE SUITABLE FOR THE TASK

	3
	ENSURE ALL LADDERS ARE TIED WHERE POSSIBLE OR FOOTED

	4
	ONLY USE STEPS/LADDERS FOR SHORT TERM WORK ONLY

	5
	FORMALLY INSPECT ALL STEPS/LADDERS EVERY THREE MONTHS FOR DEFECTS

	6
	CHECK ALL STEPS/LADDERS BEFORE USE

	7
	ENSURE EMPLOYEES ARE TRAINED IN THE USE OF LADDERS IF REQUIRED

	8
	EMPLOY SPECIALIST CONTRACTORS FOR MORE HAZARDOUS TASKS SUCH AS WORKING ABOVE STAIRCASES

	9
	FIT LOW ENERGY LIGHT BULBS TO REDUCE THE FREQUENCY OF REPLACEMENT

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS
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