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GENERIC RISK ASSESSMENT

OPERATION

	CARBON MONOXIDE POISONING FROM DEFECTIVE GAS APPLIANCES


HAZARD(S)

	1
	INHALATION OF CARBON MONOXIDE FUMES

	
	

	
	

	
	

	
	

	
	


WHO MIGHT BE HARMED?

	1
	PERSONS IN THE VICINITY OF THE DEFECTIVE APPLIANCE

	
	

	
	

	
	

	
	


RISK LEVEL PRIOR TO CONTROLS

Hazard potential x risk potential = risk level

	HAZARD POTENTIAL

	  1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


CONTROLS

	1
	ENSURE ALL GAS APPLIANCES ARE INSTALLED BY CORGI REGISTERED ENGINEERS

	2
	ENSURE ALL GAS APPLIANCES ARE SERVICED EVERY TWELVE MONTHS BY CORGI REGISTERED ENGINEERS

	3
	MAINTAIN A RECORD OF ALL SERVICING AND REPAIR WORK ON GAS APPLIANCES

	4
	INSTALL CARBON MONOXIDE DETECTOR NEXT TO THE BOILER TO IDENTIFY PRESENCE OF CARBON MONOXIDE

	5
	ENSURE EMERGENCY PROCEDURES ARE IN PLACE IN THE EVENT OF CARBON MONOXIDE DETECTION

	6
	OPEN WINDOWS/DOORS TO VENTILATE AN AREA IN THE EVENT OF A LEAK

	7
	ON NO ACCOUNT SWITCH ON ELECTRICAL EQUIPMENT OR LIGHTS IN THE EVENT OF A LEAK

	8
	ENSURE ALL FIRST AIDERS ARE AWARE OF SYMPTOMS OF CARBON MONOXIDE POISONING

	9
	INFORM A CORGI REGISTERED ENGINEER IF SIGNS OF A FAULTY GAS APPLIANCE ARE APPARENT E.G. SOOT/STAINS AROUND PILOT LIGHT, PILOT LIGHT BLOWING OUT ON A FREQUENT BASIS, YELLOW/ORANGE FLAMES

	
	

	
	

	
	

	
	

	
	

	
	


RISK LEVEL AFTER CONTROL MEASURES IMPLEMENTED

	HAZARD POTENTIAL

	    1

SLIGHT
	2

SERIOUS
	3

MAJOR



	RISK POTENTIAL
	1

LOW
	VERY

LOW
	LOW
	MEDIUM



	
	2

MEDIUM
	LOW
	MEDIUM
	HIGH



	
	3

HIGH
	MEDIUM
	HIGH
	VERY 

HIGH


FURTHER CONTROLS
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